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Projekt sufinancira Europska unija iz 

Europskog fonda za regionalni razvoj 

Europska unija 

ulaganje u budućnost 

 

1. OBAVIJEST O IZMJENI / 1st Notification on Change 

 

Naziv nabave: Nabava strojeva CNC vertikalni obradni centar / Procurement of machinery 

CNC vertical machining centre 

 

Oznaka nabave / Procurement ref. no: ASKK06 

Obavještavaju se potencijalni ponuditelji da je Prilog 4. Tehničke specifikacije Tender dokumentacije 

za Brza 5-osna simultana vertikalna glodalica (2 kom), promijenjena/dopunjena s dodatnim 

specifikacijama za stroj.   

/ It is to notify potential Tenderers that Annex 4. Technical Specifications of Tender documentation for  

High speed 5-axis simultaneous vertical milling machine (2 units) has been changed/supplemented 

with additional technical specification for the machine.  

Prilog 4. Tehničke specifikacije su nadopunjenje u slijedećim stavkama / Annex 4. Technical 

specifications has been supplemented with following items: 

Stavka / Item Tražene specifikacije / Requested specifications 

6.2.1. 

 

Veličina radnog stola/palete / 

Working table/pallet size 

 

 

Umjesto / Instead of: 

 

Minimalno / Maksimalno,  u mm 

400 x 400  /  600 x 600 

/ Minimum / Maximum,  in mm 

400 x 400  /  600 x 600 

 

Treba stajati / should be: 

 

Minimalno / Maksimalno,  u mm 

450 x 450  /  650 x 650 

/ Minimum / Maximum,  in mm 

450 x 450  /  650 x 650 

6.3.6. 

 

Okretni moment vretena / Spindle torque 

output 

 

 

Umjesto / Instead of: 

 

Minimalno / Maksimalno,  u Nm 

125  /  150 

/ Minimum / Maximum,  in Nm 

125  /  150 

 

Treba stajati / should be: 
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inimalno / Maksimalno,  u Nm 

120  /  125 

/ Minimum / Maximum,  in Nm 

120  /  125 

6.6.1. 

Sustav hlađenja emulzijom kroz vreteno 

stroja / CTS System – Through spindle 

coolant with emulsion 

 

Umjesto / Instead of: 

 

70 Bar / 7 MPa / 

70 Bar / 7 MPa 

 

Treba stajati / should be: 

 

Minimum / maximum  

67 Bar / 70 Bar 

 

 

Ove stavke su ubačene u dokument Izmjena 1. Prilog 4. Tehničke specifikacije 15072016. / These 

items have been integrated to document Izmjena 1. Prilog 4. Technical specification 15072016.   

 

Ostale stavke nisu mijenjane. / Other items are not changed.  

 

 

 

U Pregradi, 15.07.2016. 

 

Alati Stuhne d.o.o. 


